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Koksal Makina Sanayi Ticaret Ltd.Sti., sektorunde 50 yili askin bir suredir uretim yapmaktadir. Kucuk bir
atolyeden baslayan lretimlerimiz buglin Istanbul'un gdzde sanayi sitelerinden Birlik Sanayi Sitesindeki
uretimlerine devam etmektedir.

MISYONUMUZ
Musterilerimize mumkun olan en yuksek kalite ile hitap edebilen Gida makinalari uretimi ve istenilen
zelliklere ve talimatlara uygun makinalar uretebilmek icin kabul edilmis bir imalat sistemi sunmak.

KALITE POLITIKAMIZ

MUusteri degerlerini yakindan takip edip ve calisanlarin isi gelistirmesine yol acarak; temel degerler olan
bilgi paylasimi yetenek ve tecrube ilkeleri ile;

Musteri memnuniyeti,

Calisan memnuniyeti,

Toplumun memnuniyetini saglamak.

VIZYONUMUZ

Yakin gelecekte lider bir sirket olup, dayanisma kulturune yeni bir boyut kazandirmak ve Turkiye genelinde
gida makinalari imalatinda lider bir sirket olmak; makina bakimi ve musteriye cozum odakl bir servis
sunmak.

DEGERLERIMIiz

Tecrubemiz,

Urlin bilgimiz,

Calisanlarla paylasimlarimiz,

Emniyet odakli imalatlarimiz,

Urlin tasariminda alternatifli fonksiyonel cozimler.

Koksal Makina Sanayi Ticaret Ltd.Sti.

Koksal Makina Sanayi Ticaret Ltd.Sti., has been manufacturing in the industry for over 50 years. Our
production started from a small workshop and continues today at Birlik Industrial Site, one of the favorite
industrial sites of Istanbul.

OUR MISSION

To provide an accepted manufacturing system for the production of food machinery that can cater to our
customers with the highest possible quality and to produce machines in accordance with the desired
characteristics and instructions.

OUR QUALITY POLICY

By closely following customer values and leading employees to improve the business; sharing knowledge,
which are the basic values, with the principles of talent and experience;

Customer satisfaction,

Employee satisfaction,

To ensure the satisfaction of the community.

OUR VISION

To become a leading company in the near future, to give a new dimension to the culture of solidarity and
to become a leading company in the manufacture of food machinery throughout Turkey; to provide
machine maintenance and a solution-oriented service to the customer.

OUR VALUES

Qur Experience,

Our product information,

Our shares with employees,

Safety-oriented manufacturing,

Alternative functional solutions in product design.

Koksal Makina Sanayi Ticaret Ltd.Sti.



ND-SERiSi CIKOLATA URETIM HATTI

ND-1500 CPL

TEKNIK OZELLIKLER

Cikolata uretim hatti istenilen kapasitelere karsilik degisiklik gosterir.
Gorseldeki hattin gunlik kapasitesi 1500kg’dir.

Olgtiler : 16.6m X 6m X 4m

Toplam glu¢ : 120kw

PLC Sistemlidir.

Tum yuzeyler paslanmaz celik.

Hijyenik tasarimi sayesinde rahat temizlenebilir.

Makine emniyet yonetmeliklerine uygun dizayn edilmistir.

Musterinin talebine gore degisiklikler yapilabilir.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+90 2128763175 info@koksalmakina.com.tr
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ND-SERIES CHOCOLATE PRODUCTION LINE

ND-1500 CPL

TECHNICAL SPECIFICATIONS

Chocolate Production Line varies based on demanded capacity.
Capacity of the line on the above visual is 1500kg/24h.
Dimensions : 16.6m X 6m X 4m

Total Installed Power: 120kw

PLC System.

All surfaces stainless steel

Easy to clean thank to it's hygenic design.

Design of the machine complies with safety regulations.

Changes can be made on-demand.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERiSi BiLYALI (Cikolata Degirmeni)

ND-SERIES BALL (Chocolate Mill)

ND-500 BM

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERiSi BiLYALI (Cikolata Degirmeni)

ND-SERIES BALL (Chocolate Mill)

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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B CiKOLATA / CHOCOLATE
B sicAk su/HOT WATER

ND-500 BM

Kapasite / Capacity : 500Kg

Agirlik / Weight: 1900 kg

Gug / Power : 15 kW

Isitma Giig / Heater Power : 4,5 kW x 3

Pompa Gug¢ / Pump Power : 1,5kW 100d/d

Pompasi disli ve ceketlidir. / Transfer pump is with gears and water jackets.

22-25 mikron inceltme yapabilir. / 22-25 micron product thickness.

PLC Sistem / PLC System.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI g
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ND-SERISI TEMPERLEME

ND-SERIES TEMPERING

ND-500 TM

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERISI TEMPERLEME

ND-SERIES TEMPERING

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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B CiKOLATA / CHOCOLATE

- SARTLANDIRILMIS SU / CONDITIONED WATER

SARTLANDIRILMIS SU / CONDITIONED WATER

ND-500 TM

Kapasite / Capacity : 500kg

Reduktor / Gearbox : 4kW 37d/d

Temperleme hazneleri karbon celiktir. / Carbon Steel Tempering Cells.

Uriin 9 kat hazneden gegirilecektir. / Product will be processed through 9 phased storage.

Gecis yapan Urlnun sicakhgi 3 kez degistirilebilir. / Temperature of the product can be changed 3 times during process.

Her 3 katta bir su sicakliklarini ve Uriin sicakliklarini olger. / Water & product temperatures are measured in every 3™ phase.

3 adet 1s1 denge tanki vardir. / 3 temperature balancing tanks.

PLC Sistem/ PLC System.

Temper bozucu vardir. / Temper disruptor.

Pompa Gucgu : 2.2kW inverterludur. / Pump power: 2.2kW with inverter

Musterinin talebine gore degisiklikler yapilabilir. / Changes can be made according to customers demand.

KOKSAL MAKINA SANAYI VE TIC.LTD.STi %
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ND-SERiSi ON HAZIRLAMA MIKSERI

ND-SERIES PRE-MIX MIXER

ND-1800 OH

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
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ND-SERiSi ON HAZIRLAMA MIKSERI

ND-SERIES PRE-MIX MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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B GIKOLATA / CHOCOLATE
B SICAK SU / HOT WATER
IZOLASYON / ISOLATION
_ S
ND-1800 OH

Kapasite / Capacity . 1800lt

Agirlik / Weight 1750kg

Pompa Gug / Pump Power : 1,5kW 100d/d

Karistirici Gug / Mixer Power : 3 kW 60d/d + 3 kW 60d/d

Isitma Gug / Heater Power : 4,5 kW x 3

Pompasi digli ve ceketlidir. / Transfer pump is with gears and water jackels.

PLC Sistem / PLC System.

Musterinin talebine gore deqisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI -5
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ND-SERISI STOK TANKI (2000LT)

ND-SERIES STORAGE TANK (2000LT)

ND-2000 ST

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERISI STOK TANKI (2000LT)

ND-SERIES STORAGE TANK (2000LT)

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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B CiKOLATA / CHOCOLATE

B SICAK SU / HOT WATER

IZOLASYON / ISOLATION

ND-2000 ST

Kapasite / Capacity : 2000It

Agirlik / Weight -1750kg

Karistirict Gug / Mixer Power : 4 kW 24d/d

Pompa Gug / Pump Power : 1,5kW 100d/d

Isitma Gug¢ / Heater Power : 4,5 kW x 3

Pompasi digli ve ceketlidir. / Transfer pump is with gears and water jackets.

Butin ylzeyler paslanmaz celiktir. / All surfaces stainless steel.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERiSi YAG ERITME TANKI (1800LT)

ND-MELTING TANK (1800LT)

ND-1800 MT

KOKSAL MAKINA SANAYI VE TIC.LTD.STI w5
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE ,| m
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ND-SERiSi YAG ERITME TANKI (1800LT)

ND-MELTING TANK (1800LT)

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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. YAG/FAT
B sicAK SU / HOT WATER

~ |ZOLASYON / ISOLATION

ND-1800 MT

Kapasite / Capacity : 1800t

Agirhk / Weight 1450kg

Pompa Guc / Pump Power : 1,5kW 100d/d

Isitma Gli¢ / Heater Power : 4,5 kW x 3 + 4,5 kW x 3

Serpantinli Sistem. / Serpantine System.

Pompasi digli ve ceketlidir. / Transfer pump is with gears and water jackets.

Bltln ylzeyler paslanmaz cgeliktir. / All surfaces stainless steel.

Mdusterinin talebine gore dedisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI

BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-SERiSi BiLYALI (Cikolata Degirmeni)

ND-SERIES BALL (Chocolate Mill)

ND-500 BDR

KOKSAL MAKINA SANAYI VE TIC.LTD.STI -y
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ND-SERiSi BiLYALI (Cikolata Degirmeni)

ND-SERIES BALL (Chocolate Mill)

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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— —— B CiKOLATA / CHOCOLATE

B sicAk su/HOT WATER

IZOLASYON / ISOLATIO

ND-500 BDR

Kapasite / Capacity : 500Kg

Agirlik / Weight . 1750 kg

Gulcg / Power : 15 kW

Isitma Gug / Heater Power : 4,5 kW x 2

Pompa Gug¢ / Pump Power : 1,5kW 100d/d

Pompasi digli ve ceketlidir. / Transfer pump is with gears and water jackets.

22-25 mikron inceltme yapabilir. / 22-25 micron product thickness.

Musterinin talebine gore dedgisiklikler yapilabilir. /| Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STi %
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ND-SERISI PUDRA DEGIRMENI

ND-SERIES POWDER MILL

ND-500 PD

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
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ND-SERISI PUDRA DEGIRMENI

ND-SERIES POWDER MILL

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

2500mm

1850mm

2750mm

ND-500 PD

Kristal sekeri pudra sekeri haline getiren makinedir.
The machine turns crystal sugar into powdered sugar.

Pudra sekerini depolamak i¢in haznesi vardir.
Storage for the processed (powdered) sugar.

Kapasite 400kg/saat — 500kg/saat
Capacity 400kg/hr — 500kg/hr

Hazne icinden Urin helezon ile disari alinir.
Processed product purged out of the chamber with a spiral.

Uflemeli sistem besleyicilidir.Kristal seker hazneye manuel beslenir.
Blow Feeder System. Crystal sugar shall be fed manually.

Makine lzerinde filtreler mevcuttur.
Filters are placed to prevent dust into the machine.

Makine doner pimli disk ve sabit pimli disktir.
The machine works with Rotating Pin Disc & Fixed Pin Disc.

Hijyenik tasarimi sayesinde rahat temizlenebilir.
Thanks to its hygienic design, cleaning is made easily.

Ana mili sogutma sistemine uygundur.
Main spindle is suitable for cooling system.

Gug:15kW+1.1kW+1.5kW+1.5kw
Power: 15kW + 1.1kW + 1.5kW + 1.5kw

Pudra haline gelmis seker : Powdered Sugar : %30-35 - 50micron
- %30-35 - 75micron - %30-35 --- 100micron

Tum ylzeyler paslanmaz celiktir.
All surfaces stainless steel .

Misterinin talebine gore degisiklikler yapilabilir.
Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-SERISI DRAJE URETIM TESISI

ND-SERIES DRAGEE LINE

ND-20 LCP

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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MAKINA SAMAYTE




ND-SERISI DRAJE URETIM TESISI

ND-SERIES DRAGEE LINE

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

ND-20 LCP

Kazan gapi / Pan Diameter : 120cm X 20 adet/piece

Kapasite yapilmak istenilen Urune gore degisiklik gosterir. / Production capacity varies depending on the processed material.

Sogutma ve Isitma Sistemi. / Cooling and Heating System.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI i
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ND-SERISI DRAJE KAZANI

ND-SERIES COATING PAN

ND-120 CP

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERISI DRAJE KAZANI

ND-SERIES COATING PAN

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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1200mm 1655mm

BD-120 CP

Kazan Capi/ Pan Diameter . 120cm

Kapasite / Capacity : 100kg

Agirhk / Weight  370kg

Gug / Power : 1.5kw 43d/d

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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BD-SERISI DRAJE KAZANI

BD-SERIES COATING PAN

BD-120 CP

KOKSAL MAKINA SANAYI VE TIC.LTD.STI

BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE , m
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BD-SERISI DRAJE KAZANI

BD-SERIES COATING PAN

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

1800mm

1200mm

1400mm

BD-120 CP

Kazan Capi/ Pan Diameter : 120cm

Kapasite / Capacity : 100kg

Agirlik / Weight  360kg

Gug / Power : 1.5kw 43d/d

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI - S
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ND-SERISI SEKER SPREYLEME

ND-SERIES SUGAR SPRAYING

ND-200 SS

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
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ND-SERISI SEKER SPREYLEME

ND-SERIES SUGAR SPRAYING

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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1480mm

ND-200 SS

Kapasite / Capacity : 200 It

Agirlhik / Weight  476kg

Gug / Power : 4kW X 2 adet/piece + Pump : 0.37kW

Isitmali hortum. / Heater Hose.

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.
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ND-SERISI SEKER GRANUL MAKINASI

ND-SERIES SUGAR GRANULE MACHINE

ND-300 SG

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
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ND-SERISI SEKER GRANUL MAKINASI

ND-SERIES SUGAR GRANULE MACHINE

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

1950mm

840mm

ND-300 SG

Kapasitesi yapilacak urune gore degisiklik gosterir. / Production capacity varies depending on the processed metarial.

Rahat degistirilebilir elek. / Easy-fo-change sieve.

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Makine emniyet kurallarina uygun uretilmistir. / Machine complies with safety rules and regulations.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.
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ND-SERiSi BONBON DRAIJE (Cikolata Makinesi)

ND-SERIES BONBON DRAGEES (Chocolate Machine)

ND-500 BM
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ND-SERiSi BONBON DRAIJE (Cikolata Makinesi)

ND-SERIES BONBON DRAGEES (Chocolate Machine)

TEKNiK OZELLIKLER / TECHNICAL SPECIFICATIONS
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ND-500 BM

Kapasite / Capacity : 140 -170 kg

Glucg / Power : 3 x 3kW

Sogutma Sistemi / Cooling System : -25 derece.

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Misterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested .

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+90 2128763175 info@koksalmakina.com.tr
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ND-SERISI HAMUR MIKSERI

ND-SERIES DOUGH MIXER

ND-400 DM

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdizii-ISTANBUL-TURKIYE
+90 212 875 2476- 490 212 876 3175 info@koksalmakina.com.tr
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ND-SERIS| HAMUR MIKSERI

ND-SERIES DOUGH MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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ND-400 DM

Kazan Hacim / Boiler Volume : 750It

Kapasite / Capacity : 400kg

Gug / Power : 5.5kW+11kW+11kW

Havall sistem kazan kilitleme. / Locking of boiler with pneumatic system

Hiz kontrollu yapilabilir. / Adjustable speed control.

PLC Sistem / PLC System

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI w5
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr A MAKINA SANAYL

KOKSAL




ND-SERISI HAMUR EKSTRUZYON

ND-SERIES DOUGH EXTRUSION

ND-400 HFV

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-SERIS| HAMUR EKSTRUZYON

ND-SERIES DOUGH EXTRUSION

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

3100mm

2050mm
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1400mm 3770mm

ND-400 HFV

Hamur kivamindaki trtinleri formlar ve porsiyonlar. / It shapes and portionates the dough content products.

Kapasite yapiimak istenilen lrline gore degisiklik gosterir. / Production capacity varies depending on the processed metarial.

Gug / Power : 11kW+4kW+3kW+1.5kW+0.18kW

Hidrolik sistem kazan devirme. [/ Liftingof Boiler with Hydraulic System.

Pnomatik sistemli bigak. Pneumatic System Knife

Vakumlu ve sogutmali Sistem. / Vacuum and Cooling System.

PLC Sistem [/ PLC System.

Hijyenik tasarimi sayesinde rahat temizlenebilir. /| Thanks to its hygienic design, cleaning is made easily.

Makine emniyet kurallarina uygun Uretilmistir. / Machine complies with safety rules and regulations.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-SERISI HAMUR EKSTRUZYON

ND-SERIES DOUGH EXTRUSION

ND-400 HF
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KOKSAL MAKINA SANAYI VE TIC.LTD.STI
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ND-SERIS| HAMUR EKSTRUZYON

ND-SERIES DOUGH EXTRUSION

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

1850mm

3200mm

ND-400 HF

Hamur kivamindaki urtinleri formlar ve porsiyonlar. / It shapes and portionates the dough content products.

Kapasite yapilmak istenilen lrline gore degisiklik gosterir. / Production capacity varies depending on the processed metarial.

Gug / Power : 7.5kW+3kW+0.18kW

Pnomatik sistemli bigcak. / Pneumatic System Knife

PLC Sistem / PLC System.

Hijyenik tasarimi sayesinde rahat temizlenebilir. / Thanks to its hygienic design, cleaning is made easily.

Makine emniyet kurallarina uygun Uretilmistir. / Machine complies with safety rules and regulations.

Musterinin talebine gore degisiklikler yapilabilir. / Customized modifications can be made if requested.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-SERIiSI TOZ KARISTIRICILAR

ND-1500 TK

TEKNIK OZELLIKLER

Toz Karnistiricilar uygunlugu halinde istenilen kapasitelerde uretilebilir.

Toz/Toz — Toz/Likit vb. Grtnlerin karisimlari yapilabilir.Topak kirma ve likit ptskiirtme sistemleri uygulanabilir.

Tum ylzeyler paslanmaz celiktir. Istenildiginde degisiklik yapilabilir.

Uriin Besleme/Bosaltma helezonlari,vakum besleyiciler,elek sistemleri ve dolum sistemleri yapilabilir.

Hijyenik tasarimi sayesinde rahat temizlenebilir.

Makine emniyet yonetmeliklerine uygun dizayn edilmistir.

Musterinin talebine gore degisiklikler yapilabilir.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI

%
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE , mm
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ND-SERIES POWDER MIXERS

ND-1500 TK

#Eive

TECHNICAL SPECIFICATION

Powder Mixers can be produced in desired capacities, if appropriate,

Powder/Powder — Powder/Liquid etc. Mixtures of products can be made. Pellet crushing and liquid spraying systems can be applied.

All surfaces are stainless steel. Changes can be made upon request.

Product Feeding/Discharging spirals, vacuum feeders, sieve systems and filling systems can be made.

Easy to clean structure thanks to its hygienic design.

It complies with occupational safety standards.

Changes can be made according to the customer's demand.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI wg
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE |

+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr A MAKINA SANAYL




ND-SERISI KONTEYNER KARISTIRICI

ND-SERIES CONTAINER MIXER

ND-ATK 1000

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+90 2128763175 info@koksalmakina.com.tr




ND-SERISI KONTEYNER KARISTIRICI

ND-SERIES CONTAINER MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

e
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1800mm

1300mm

2500mm

ND-ATK 1000

Kazanin donmesi sayesinde icindeki urunlerin karisimi saglanir.

The blending of the products inside is provided thanks to the rotation of the container.

Bltln ylzeyler paslanmaz celiktir. AIS| 304(L) AISI 316(L) vb.
All surfaces are AISI 304(L) AISI 316(L) etc. stainless steel.

1000LT - 700LT - 350LT kapasitesindeki konteyner baglamaya uygundur.
Suitable to couple with 1000/t-700It-350It containers.

Guvenlik bariyeri uygulanabilir. / Suitable to apply a safety barrier.

Gida, ilag, kozmetik vb. sektorlerde kullanilabilir. / Suitable for food, pharmaceutic, cosmetics, etc. industries.

PLC Kontrolltdur. / PLC System.

KOKSAL MAKINA SANAYI VE TIC.LTD.STI

BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-KTK SERISI TOZ KARISTIRICI

ND-KTK SERIES POWDER MIXER

ND-KTK-1000 OB

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdizii-ISTANBUL-TURKIYE
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ND-KTK SERISI TOZ KARISTIRICI

ND-KTK SERIES POWDER MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

2800mm

2075mm 2920mm

Konik kazanin donmesi sayesinde i¢indeki urunlerin karisimi saglanir.
Butun yuzeyler paslanmaz celiktir. AlSI 304(L) AlSI 316(L) vb.
Istenilen kapasitede Uretim yapilabilir.

Hijyenik tasarimi sayesinde rahat temizlenebilir.

Gida, ilag, kozmetik vb. sektorlerde kullanilabilir.

Guvenlik bariyeri sayesinde is guvenligi standartlarina uygundur.

The blending of the products inside is provided thanks to the rotation of the conical tub
All surfaces are AISI 304(L) AISI 316(L) etfc. stainless steel.

Production can be made at the desired capacity.

Easy to clean structure thanks to its hygienic design.

Suitable for food, pharmaceutic, cosmetics, etc. industries.

Thanks to the safety barrier, it complies with occupational safety standards.

Model ND-KTK-OB ND-KTK-OB ND-KTK-OB ND-KTK-OB

200 300 500 1000

Total Volume 200L 300L 500L 1000L

Rotation Speed (rpm) 0-22 0-22 0-22 0-22
Mixing Time (dk) 4-8 6-10 10 -15 10 -15

Total Power (kW) 1.5 2.2 3 4

Voltage/Frequency 400V~3PH+N+PE / 50-60Hz

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr

ND-KTK-OB ND-KTK-OB

1500 2000
1500L 2000L
0-22 0-22
15-20 20 - 30

2.9 7.9
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ND-KTK SERISI TOZ KARISTICI

ND-KTK SERIES POWDER MIXER

ND-KTK 1000 UB

=
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ND-KTK SERISI TOZ KARISTICI

ND-KTK SERIES POWDER MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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2075mm 2920mm
= Konik kazanin donmesi sayesinde i¢indeki urunlerin karigimi saglanir.
= Butun yuzeyler paslanmaz celiktir. AlSI 304(L) AlISI 316(L) vb.
= |[stenilen kapasitede liretim yapilabilir.
* Hijyenik tasarimi sayesinde rahat temizlenebilir.
= (ida, ilag, kozmetik vb. sektorlerde kullanilabilir.
= Guvenlik bariyeri sayesinde is guvenligi standartlarina uygundur.
* The blending of the products inside is provided thanks to the rotation of the conical tub
»  All surfaces are AISI 304(L) AISI 316(L) etc. stainless steel.
» Production can be made at the desired capacity.
» Fasy to clean structure thanks to its hygienic design.
» Suitable for food, pharmaceutic, cosmetics, efc. industries.
= Thanks to the safety barrier, it complies with occupational safety standards.
Model ND-KTK-UB ND-KTK-UB ND-KTK-UB ND-KTK-UB ND-KTK-UB ND-KTK-UB
200 300 500 1000 1500 2000
Total Volume 200L 300L 500L 1000L 1500L 2000L
Rotation Speed (rpm) 0-22 0-22 0-22 0-22 0-22 0-22
Mixing Time (dk) 4-8 6 -10 10 -15 10 -15 15 - 20 20 - 30
Total Power (kW) 10 2.2 3 4 T T
Voltage/Frequency 400V~3PH+N+PE / 50-60Hz

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
+90212 875 2476-+4+90 2128763175 info@koksalmakina.com.tr
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ND-SERISI RIBBON MIKSER

ND-SERIES RIBBON MIXER

ND-2000 RM

KOKSAL MAKINA SANAYI VE TIC.LTD.STi 5
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ND-SERISI RIBBON MIKSER

ND-SERIES RIBBON MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

2700mm

T

2400mm

Istenilen kapasitede (iretim yapilabilir.

H
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_ 3550mm

Hijyenik tasarimi sayesinde rahat temizlenebilir.
Gida, ilag, kozmetik vb. sektorlerde kullanilabilir.
Likit puskurtme sistemi ile sivi transferi yapabilir.

Yatayda haraket eden kurdele seklindeki karistiricinin donmesi sayesinde icindeki toz urunlerin karisimi saglanir.
Biitlin yuzeyler paslanmaz celiktir. AlS| 304(L) AlSI 316(L) vb.

= The blending of the powder products is provided thanks to the rotation of the ribbon-shaped mixer moving horizontally.
» All surfaces are AISI 304(L) AISI 316(L) efc. stainless steel.
» Production can be made at the desired capacity.

» FEasy to clean structure thanks to its hygienic design.

» Suitable for food, pharmaceutic, cosmetics, efc. industries.
= [t can transfer liquids with spraying system.

Model

Total Volume
Rotation Speed (rpm)
Mixing Time (dk)
Total Power (kW)

Voltage/Frequency

+90 212 875 2476 - +90 212 876 3175

RYTK-500 RYTK-1000 RYTK-1500
500L 1000L 1500L
33 33 20
15-25 20 - 30 25-35
4 3,9 3,3

400V~3PH+N+PE / 50-60Hz

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE

info@koksalmakina.com.tr
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ND-KTK SERISI TOZ KARISTIRICI

ND-KTK SERIES POWDER MIXER

ND-KTK 1000 TP

KOKSAL MAKINA SANAYI VE TIC.LTD.STIi
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizi-ISTANBUL-TURKIYE
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ND-KTK SERISI TOZ KARISTIRICI

ND-KTK SERIES POWDER MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

2600mm
)

3200mm 3140mm

= Konik kazanin donmesi sayesinde i¢indeki urunlerin karisimi saglanir.
= Butun yuzeyler paslanmaz celiktir. AlSI 304(L) AISI 316(L) vb.

= |stenilen kapasitede Uretim yapilabilir.

* Hijyenik tasarimi sayesinde rahat temizlenebilir.

= (ida, ilag, kozmetik vb. sektorlerde kullanilabilir.

= Guvenlik bariyeri sayesinde is guvenligi standartlarina uygundur.

= Likit puskurtme sistemi ile sivi transferi yapabilir.

= Topak kirma karistiricisi sayesinde homojen karisim saglar.

= The blending of the products inside is provided thanks to the rotation of the conical tub,
= All surfaces are AISI 304(L) AISI 316(L) etc. stainless steel.

= Production can be made at the desired capacity.

= Fasy to clean structure thanks to its hygienic design.

= Suitable for food, pharmaceutic, cosmetics, efc. industries.

» Thanks to the safety barrier, it complies with occupational safety standards.

= [t can transfer liquids with spraying system.

= Provides a homogeneous blending thanks to the lump crushing mixer.

Model ND-KTK-TP ND-KTK-TP ND-KTK-TP

500 1000 1500
Total Volume 500L 1000L 1500L
Rotation Speed (rpm) 0-22 0-22 0-12
Mixing Time (dk) 15 - 20 20-25 25 -30
Total Power (kW) 3+1,1 4+1,1 55+1,1
Voltage/Frequency 400V~3PH+N+PE / 50-60Hz

KOKSAL MAKINA SANAYI VE TIiC.LTD.STi
BOSB — Birlik San.5it.1.Cadde.No:46 Beylikdiizi-ISTANBUL-TURKIYE
+90 212875 2476-+90 2128763175 info@koksalmakina.com.tr
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ND-VB SERISI TOZ KARISTIRICI

ND-VB SERIES POWDER MIXER

ND-VB 600

KOKSAL MAKINA SANAYI VE TIC.LTD.STI
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizii-ISTANBUL-TURKIYE
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ND-VB SERISI TOZ KARISTIRICI

ND-VB SERIES POWDER MIXER

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS
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3336mm 3150mm
= V/-Seklindeki kazanin donmesi sayesinde icindeki Urunlerin karisimi saglanir.
= Butun yuzeyler paslanmaz celiktir. AISI 304(L) AISI 316(L) vb.
= [stenilen kapasitede tiretim yapilabilir.
= Hijyenik tasarimi sayesinde rahat temizlenebilir.
» (QGida, ilag, kozmetik vb. sektorlerde kullanilabilir.
= Guvenlik bariyeri sayesinde is guvenligi standartlarina uygundur.
» Likit puskirtme sistemi ile sivi transferi yapabilir.
= Topak kirma karigtiricisi sayesinde homojen karigim saglar.
= The blending of the products inside is provided thanks to the rotation of the V-shaped boiler,
= All surfaces are AISI 304(L) AISI 316(L) etc. stainless steel.
* Production can be made at the desired capacity.
= FEasy to clean structure thanks to its hygienic design.
=  Suitable for food, pharmaceutic, cosmetics, efc. industries.
= Thanks to the safety barrier, it complies with occupational safety standards.
= |t can transfer liquids with spraying system.
= Provides a homogeneous blending thanks to the lump crushing mixer.
Model ND-VB ND-VB ND-VB ND-VB
400 600 1200 1500
Total Volume 400L 600L 1200L 1500L
Rotation Speed (rpm) 0-32 0-32 0-12 0-12
Mixing Time (dk) 15-20 20 - 25 25-30 30-40
Total Power (kW) 4+1,1 55+1,1 T o B § 7.5+1,1

Voltage/Frequency

400V~3PH+N+PE / 50-60Hz

KOKSAL MAKINA SANAYI VE TiC.LTD.STi
BOSB — Birlik San.Sit.1.Cadde.No:46 Beylikdiizi-iISTANBUL-TURKIYE
+902128752476-+90 212 8763175 info@koksalmakina.com.tr
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KOKSAL MAKINA SANAYIi TICARET LTD.STI.

Birlik Sanayi Sitesi 1.Cadde No:46 P.K. 34520 Beylikduzu
Istanbul / Turkiye

T.+90 21287524 76 | F. +90 212 875 03 30
www.koksalmakina.com.tr
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